
Singapore Standard SS 32 : Part 1 : 1999 
(formerly SS 32 : 1999) 

 
SPECIFICATION FOR WELDED STEEL FABRIC FOR THE  

REINFORCEMENT OF CONCRETE  
PART 1 : 1999 STEEL GRADES 300 AND 500 

 
 

ERRATUM NO. 1  
January 2000 

 
 
 

 
Throughout the standard, where the original text in column 1 appear, replace with the 
amended text in column 2 as follows: 
 

Original text Amended text 

SS 2 : Part 1 : 1999 Plain bars  SS 2 : Part 1 : 1999 Plain bars (steel grade 
300) 

SS 2 : Part 2 : 1999 Ribbed bars SS 2 : Part 2 : 1999 Ribbed bars (steel grade 
500) 

SS 18 SS 18 : Part 1 

SS 18 : 1999 

Specification for cold-reduced steel wire for 
the reinforcement of concrete and the 
manufacture of welded fabric 

SS 18 : Part 1 : 1999 

Specification for cold-reduced steel wire for 
the reinforcement of concrete and the 
manufacture of welded fabric 

Part 1 : Steel grade 500 

SS 32  SS 32 : Part 1 

SS 32 : 1999 

Specification for welded steel fabric for the 
reinforcement of concrete 

SS 32 : Part 1 : 1999 

Specification for welded steel fabric for the 
reinforcement of concrete 

Part 1 : 1999 Steel grades 300 and 500 

SS 32 : 1986 

Specification for welded steel fabric for the 
reinforcement of concrete 

SS 32 : Part 2 : 1986 

Specification for welded steel fabric for the 
reinforcement of concrete 

Part 2 :  Steel grade 485 

 

 


