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AMENDMENT NO. 1   
November 2014  

 
 
1. Replace referenced documents: BS 5628 : Part 1 : 1978, Part 2 : 1985 and Part 3 : 1985 in 

the standard with PD 6697, BS EN 1996-1-1, BS EN 1996-1-2, BS EN 1996-2 and BS EN 
1996-3. 

 
2. Delete the year of publication from all referenced documents in the standard as users are 

expected to refer to the latest editions.   
 
3. Page 57, Publications referred to 
 

Delete the following referenced documents: 
  
BS 5628 :  Code of practice for use of masonry 
 

Part 1 : 1978 Structural use of unreinforced masonry 
 
Part 2 : 1985 Structural use for reinforced and prestressed 
masonry 
 
Part 3 : 1985 Materials and components, design and workmanship 

 
Add the following referenced documents: 
 
PD 6697  Design recommendations for masonry structures to BS EN 1996-1-1 

and BS EN 1996-2 
 
BS EN 1996-1-1 Eurocode 6. Design of masonry structures. General rules for 

reinforced and unreinforced masonry structures 
 
BS EN 1996-1-2 Eurocode 6. Design of masonry structures. General rules. Structural 

fire design  
 
BS EN 1996-2  Eurocode 6. Design of masonry structures. Design considerations, 

selection of materials and execution of masonry 
 
BS EN 1996-3 Eurocode 6. Design of masonry structures. Simplified calculation 

methods for unreinforced masonry structures 
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